Message

From: Dan Johnson [Danlohnson@florencecopper.com]

Sent: 10/30/2018 2:58:14 PM

To: Albright, David [Albright.David@epa.gov]

CC: Rumvrill, Nancy [Rumrill.Nancy@epa.gov]; Maribeth E. Greenslade [Greenslade.Maribeth@azdeq.gov]
Subject: Revised Recovery Well Diagram

Attachments: ATT00001.txt; FIG 4_RecoveryWell_As-Built-R-01_REV.PDF; FIG 4_RecoveryWell As-Built-R-02_REV.PDF; FIG
4 RecoveryWell As-Built-R-03_REV.PDF; FIG 4 - 129687-011 RecoveryWell As-Built-R-04_REV.PDF; FIG
4 RecoveryWell As-Built-R-05_REV.PDF; FIG 4 _RecoveryWell As-Built-R-06_REV.PDF; FIG 4_RecoveryWell As-Built-
R-07_REV.PDF; FIG 4_RecoveryWel|_As-Built-R-08 REV.PDF; FIG 4_RecoveryWell_As-Built-R-09_REV.PDF

Mr. Albright,

Attached are the revised recovery well diagrams illustrating that the conductor casings installed are equipped with 40
feet of acid resistant poly-coated steel casings into the exclusion zone.

Best Regards,

Dan lohnson VP | General Manager

Florence Copper Inc.

1575 W, Hunt Highway Florence AZ USA 85132
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